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Pre-shock Type V 116 – Infrared pre-shock

Type V116 is the classic Infrared Pre-shock model. Spe-
cial shortwave infrared emitters ensure excellent profile 
surfaces and rapid dimensional stability in solid rubber and 
sponge rubber products.

4 000 Watt of infrared energy may be radiated onto the pro-
duct in 4 power stages.

MACHINE HIGHLIGHTS

	 Fast profile pre-cross linking at short machine  
	 length

	 Long IR emitter life time by integrated cooling  
	 system 

	 Produces excellent profile surfaces and rapid  
	 dimensional stability in solid rubber and  
	 sponge rubber products 

	 450 mm effective pre-shock unit length  

	 16 shortwave IR radiators  

	 4 000 Watt output power 

	 4-stage regulation 

	 Long IR emitter service life 
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MACHINE DATA V 116

Effective machine length  450 mm  *

Profile pass-through aperture height  50 mm  *

Profile pass-through aperture width  100 mm  *

Machine clearance height  1000 mm * 

Radiator output	 4 kW

Output per radiator 250 Watt

Electrical connection 230/400 V, 3 Ph, 50 Hz, PE+N*

Compressed air connection 7 bar

Machine version CE standards, DIN standards

MAIN STANDARD EQUIPMENT 

Inspection cover operation pneumatic

Number of radiators 16

Power modulation 4 steps

Over-temperature monitoring yes

Automatic switch-off via sensing roller yes

Profile feed-through roller supported

Radiator cooling yes

Electrical switch cabinet main machine

PLC control Siemens S 7-300

Operation via touch display on main machine Siemens*

CONFIGURATION OPTIONS

	 Output doubling to 8 kW  

	 Other options on request 

* or customised
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